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Notes: 
 
1. Conduits to be aligned in a row per Department Inspector’s direction. 

2. Group bond wire per UGS-621.1, 722, or 723. 

3. PJC is provided by the Department and installed by the Developer. 

4. Conduit sweeps shall be encased with concrete (in accordance with UGS-015 mix 4001.) 

5. A minimum 12” concrete cap shall be installed, (in accordance with UGS-015 mix 4001), 

by the developer around the PJC.  See detail above. 

6. No telecommunication conduit is to be installed in the PJC. 

7. Barrier posts may be required at the discretion of the Department Inspector. 

8. For Typical PJC locations, see UGS-730. 

9. Typical, two ground rods – 5/8” x 8’ copper shall be installed 6’ minimum on center. 
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3' GROUND WIRE TAIL

12" MIN.
FINISHED GRADE

6"
2" MIN. - 4" MAX6"

6" of  3/4"
CRUSHED ROCK

12"
2"2"

6"

#3 REBAR

CAP DETAIL

PEDESTAL JUNCTION CABINET (PJC)

18" MAX. 6"

8"

6" MIN.

8' MIN. BY CABINET WIDTH
UNOBSTRUCTED CLEARANCE

IN FRONT OF CABINET.

4/
4/

06
D

av
e R

ed
di

ng



text

UNDERGROUND STRUCTURES 
STANDARDS UGS-730.1Issued: 2/03 Rev: 2

2/
28

/0
3

AP
PR

O
VA

L:
D

AT
E:

__
__

__
__

__
__

__
__

__
__

__
_

R
EV

IS
IO

N
:

D
A

TE
:

Ad
de

d 
PJ

C
 D

im
en

si
on

s 
   

   
   

   
   

   

Page 2 of 2

R
ev

is
io

n

PEDESTAL JUNCTION CABINET DIMENSIONS

Notes:

1.   Small dimension variations have been allowed for in the different manufacturers.
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